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This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client.

Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any

party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this

report. Only the Client is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the

Intertek name or one of its marks for the sale or advertisement of the tested material, product or service must first be approved in

writing by Intertek. The observations and test results in this report are relevant only to the sample tested. This report by itself

does not imply that the material, product, or service is or has ever been under an Intertek certification program.

2017/10/16

2017/10/19

This test report for represents the results of our evaluation of the above referenced product(s) to the

requirements contained in the following standards:

TEST METHODS AND STANDARDS

Refer to the next following Pages.

SPECIFICATIONMODELSAMPLE ID

Issue Date:

Dear  Sir,

Applicant:

Applicant Address:

Attn:

Suzhou Runsheng Architectural & Decorative Material Co., Ltd

No.10 Aimin Road, Huangdai Town, Xiangcheng District, Suzhou City, Jiangsu

Province, China

Charlie Shi

SUBJECT: Performance testing

Polyester fiber acoustic panel

S171019005SHF.001 / 2440 mm X 1220 mm X 12 mm
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Test Method: ISO 354: 2003 Sound Absorption Coefficients

Volume of the reverberation room Vs, m3 240 Installation Type: Type A

250 0.05

500 0.20

1000 0.50

2000 0.70

4000 0.90

5000 0.95

Rating according to ISO 11654:

1997

Weighted sound absorption

coefficient, αw= 0.25 (MH)

Sound absorption class:

Class E

F (Hz) αp

2500 0.81

3150 0.85

4000 0.94

1250 0.57

1600 0.65

2000 0.71

630 0.28

800 0.41

1000 0.49

0.14

500 0.22

315 0.10

Test Area, m
2 11.0

Frequency (Hz) αs

100 0.01

125 0.00

160 0.01

200 0.03

250 0.05

400

thickness, mm 12

Edge treatment / Mass, kg/m
2 1.67

Sample size (width*length),mm 600×1219

t2, ºC 20

Relative humidity of test rooms H1,% 50 H2,% 50

Room temperature t1, ºC 20

 Test Items, Method and Results:

Test Report
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Test set up

Test Report
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 Test Photo:
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Test Report

Intertek Report No. 171019005SHF-BP-1

First issue Evyn Cui Ozzy Cheng

Revision:

AUTHOR REVIEWERNO.

171019005SHF-BP-1

DATE CHANGES

Issue Date: 2017/11/1

Title: Approver Title: Reviewer Title: Project Engineer

2017/11/1

APPENDIX: SAMPLE RECEIVED PHOTO

Name: Name: Name:Jodie Zhou Ozzy Cheng Evyn Cui

REPORT AUTHORIZED

When signed with physical or electronic signature, the contents of this report have been prepared and

approved per Intertek's quality process in accordance with ISO 17025.
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